NF1-3 8' Diameter x 3°
Ring

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue
pulling face side over frame making sure grommets are
aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors

X3

32" High Curved
Spreaders

x3

32" High Curved
Spreaders
With Eyebolts

Frame parts

—

x12

8' Diameter
Curve sections

Frame Assembly

Assemble frame as shown
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NF2-4 8 10" x 4°
Four sided Banner

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue pulling
face side over frame

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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ﬁj\ Frame parts

z

51" Straight tube
w/ molded connector

44" Spreader

4’ Corner w/Eyebolt

x4 x4 %
S

51" Straight tube

Frame Assembly

Assemble frame as shown
*Curves on spreaders face inside of ring
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NF2-3 6'x 3 g
Four sided Banner

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all X4
snap buttons are secure. %ﬁ

Step 2. Apply liner to outside of frame 3" Corner

Frame parts

x8

35" Straight tube

w/ molded connector

“ %

32" Spreader
w/Eyebolt

33" Straight tube

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue pulling
face side over frame

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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Frame Assembly

Assemble frame as shown
*Curves on spreaders face inside of ring
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NF3-4 8 10" x 4"
Three sided Banner

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue pulling
face side over frame

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors

X3

o

4' Corner

x3

44" Spreader
w/Eyebolt

Frame parts

%
51" Straight tube

w/ molded connector

—

51" Straight tube
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NF3-3 6'x 3"
Three sided Banner

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue pulling
face side over frame

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors

X3

Lo

3" Corner

x3

32" Spreader
w/Eyebolt

Frame parts

X6

35" Straight tube
w/ molded connector

o

33" Straight tube
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Frame Assembly

Assemble frame as shown
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NF4-4 8" x 4°
Football Shape

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Start fabric pillowcase by partially pulling face side
over one side of frame. Working in a circle continue pulling
face side over frame

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors

Frame parts

x4
11' Dia. Curve tube
w/ molded connector
X2 X2 x4
4' Corner 44" Spreader 11' Dia. Curve tube
w/Eyebolt
Frame Assembly
Assemble frame as shown
*Curves on spreaders face inside of ring
**Eyebolts go nearer the top of sign
w/eyebolt
towards top
wi/eyebolt
towards top
i
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Frame parts

NF5-11 10" 9" Diameter Disc

Fabric structure assembly x4 x4
11" Diameter 11" Diameter
Step 1. Assemble frame as shown on right. Make sure all Curve sections Curve sections

snap buttons are secure. With eyebolts

Step 2. Apply liner to outside of frame
Frame Assembly

Step 3. Stretch fabric over frame Assemble frame as shown
*Curves with eyebolts used every other section

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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Frame parts

NF5-8 8' Diameter Disc

x3 x3
Fabric structure assembly
8' Diameter 8' Diameter
. Curve section Curve section
Step 1. Assemble frame as shown on right. Make sure all With eyebolt

shap buttons are secure.

Step 2. Apply liner to outside of frame

Frame Assembly
Step 3. Stretch fabric over frame

Assemble frame as shown

- When working with fabric use gloves or clean hands *Curves with eyebolts used every other section
and keep fabric away from dirty surfaces

- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are

aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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Frame parts

i I /
I X2

Fabric structure assembly 5%" StTgigdht tube
w/ molded connector

1 w/ Eyebolt

NF6-3 6" X 3" Rectangle

Step 1. Assemble frame as shown on right. Make sure all

snap buttons are secure.
X2 x1 | /
v X2

Step 2. Apply liner to outside of frame =

3" End tube 32" Spreader 51" Straight tube
1 w/ Eyebolt

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands Frame Assembly
and keep fabric away from dirty surfaces

- Slide frame into opening in fabric cover and stretch Assemble frame as shown
fabric around frame making sure grommets are

aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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NF6-4 9" 4" X 4' Rectangle (o - Frame parts

Fabric structure assembly

2

51" Straight tube
w/ molded connector
1 w/ Eyebolt

Step 1. Assemble frame as shown on right. Make sure all X2 x1 X2
snap buttons are secure. u §

44" Spreader

Step 2. Apply liner to outside of frame 4" End tube

51" Straight tube
1 w/ Eyebolt

Step 3. Stretch fabric over frame Frame Assembly

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

Assemble frame as shown

- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts.

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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~— o
i i Frame parts
NF7-4 15" 5" X 4 S-Shape
X6
Fabric structure assembly 11’ Dia. Curve tube
w/ molded connector
Step 1. Assemble frame as shown on right. Make sure all
snap buttons are secure. X2 X3
jy o X2
Step 2. Apply liner to outside of frame . 44" Spreader
4" End tube 2-curved 11' Dia. Curve tube
1-straight
Step 3. Stretch fabric over frame
Frame Assembly
- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces Assemble frame as shown

- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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NF7-3 8" 4" X 3" S-Shape

Fabric structure assembly

Step 1. Assemble frame as shown on right. Make sure all
shap buttons are secure.

Step 2. Apply liner to outside of frame

Step 3. Stretch fabric over frame

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts

- After fabric is in place, put eyebolts through grommets
and secure with zippers

Step 4. Attach cables to frame
- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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X2

o

3' End tube

Frame parts

X2

11" Dia. Curve tube

w/ molded connector

x1

32" Spreader

11' Dia. Curve tube

Frame Assembly

Assemble frame as shown
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NF8-4 8'X 4' Curve i - Frame parts
Fabric structure assembly X2
Step 1. Assemble frame as shown on right. Make sure all 11' Dia. Curve tube
snap buttons are secure. w/ molded connector
_ _ X2 x1
Step 2. Apply liner to outside of frame i U X2

4" End tube 44" Spreader

Step 3. Stretch fabric over frame 11" Dia. Curve tube

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

P y y Frame Assembly
- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts

Assemble frame as shown

- After fabric is in place, put eyebolts through grommets
and secure with zippers

- Even out fabric so fabric seams at top and bottom are
equal

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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NF8-3 8' X 3" Curve

Frame parts
f‘y A
Fabric structure assembly X2
Step 1. Assemble frame as shown on right. Make sure all 11' Dia. Curve tube
snap buttons are secure. w/ molded connector
Step 2. Apply liner t tside of f X2 x1 2
ep 2. iner to outside of frame -
Y pply y = X
. 32" Spreader
3" End tube .,
Step 3. Stretch fabric over frame 11" Dia. Curve tube

- When working with fabric use gloves or clean hands
and keep fabric away from dirty surfaces

P y y Frame Assembly
- Slide frame into opening in fabric cover and stretch
fabric around frame making sure grommets are
aligned with eyebolts

Assemble frame as shown

- After fabric is in place, put eyebolts through grommets
and secure with zippers

- Even out fabric so fabric seams at top and bottom are
equal

Step 4. Attach cables to frame

- Make sure eyebolts are securely in place

- Completely tighten threaded connectors
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